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2.2  

 

 
  4 HY11P 8 OTP (HY11P13)[3] 

 8 , 69  

 2.0V to 3.6V -40 ~85℃ ℃ .  

 RC 6 CPU

 

  300uA 2MHz 

  3uA@28KHz 

  1uA 

 4KWord OTP (One Time Programmable) Type 256Byte  

 Brownout and Watch dog Timer CPU  

 18-bit Σ∆ADC  

  PGA (Programmable Gain Amplifier) 1/4 ,1/2, 1. …..128 10

 

 ,  

 (32 )  

  

 (<1uVpp) , 

 

 1.2V Push-Pull  

 10mA 4  

 4x20 LCD  

 Static 1/2 1/3 1/4 Duty 1/2 1/3 Bias  

 Charge Pump 4 LCD  

.
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 8-bit Timer A 

 16-bit Timer B Capture/Compare  

 16 -bit Timer C PWM/PFD  

 SPI   

.
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3  

3.1  
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MCU HY11P13  

EEPROM 24LC02  

Sensor 104GT  

.



寬溫度範圍量測應用說明書 
                      

 

© 2008-2011 HCYON Technology Corp 
www.hycontek.com 

 APD-SD18010-V02_TC
Page 8

 

3.2  

3.2.1  

 
 6  

3.2.2  

 Connect PT2.4 to VSS, enter the calibration mode. 

 Power on (PT1.0) 

 Cal 1 mode  

 The Thermistor calibration @25℃ 

 Push down PT1.1 to save Thermistor Gain in EEPROM 

 Cal 2 mode  

 The Thermistor calibration @163℃ 

 Push down PT1.1 to save Thermistor Gain in EEPROM 

.



寬溫度範圍量測應用說明書 
                      

 

© 2008-2011 HCYON Technology Corp 
www.hycontek.com 

 APD-SD18010-V02_TC
Page 9

 

4  

 Operation voltage 2.4~3.6V 

 Sleep mode current 0.69uA 

 Operation mode current 0.366mA 

 Temperature range: 0~300℃ 

 Resolution: 0.01℃ 

5  

[1] http://www.eettaiwan.com  

[2] http://www.semitec.co.jp/  

[3] http://www.hycontek.com/  
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HATM-02 
APD-SD18010 demo 
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 3uA@28KHz 
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Demo code  
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